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1. Humans emit an immeasurable number of physiological signals

2. Which sensors read and accumulate signals into data does matter

3. Converting the data into insight and information is essential

4. The greatest challenge of all is integrating into the workflow of the user

Presentation Message
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60 to 100 bpm average resting heart rate

72 * 1,440 = 103,680 bpd

Raw ECG data per day

256hz sample rate = 2 bytes per sample per second

512 bytes per seconds  = 30.7K/minute or 44.2M/day

44.2M * 4,500 patient days per day = 199.1B per day

Plus patient, device, event and alerting data

R to R interval, respiration, activity level, body position, battery level

4,500 patient days per day * 174K/day = 783M/day

199.1B + 783M = 199.8GB per day or 72.66TB per year

A day of heart beats
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And what about the other inputs?
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Å Heart rate

Å Respiration rate

Å Activity level

Å Body position

Å Movement

Å Feeling

Å Blood pressure

ÅWeight

Å Glucose

Å SpO2
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Preventice Device Portfolio
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Å Heart rate

Å Respiration rate

Å Activity level

Å Body position

Å Movement

Å Feeling

Å Blood pressure

ÅWeight

Å Glucose

Å SpO2

BodyGuardian 
Verité

ÅOne component

ÅTransmits data in 

near real-time

ÅSymptoms & 

activities capture

ÅOnset & offset of 

arrhythmias, AF

ÅQuery data

ÅService for 30 

days

Post-Event

ÅDocuments 

post-symptom 

ÅManual 

recording only

ÅNo lead wires

ÅData sent over 

landline phone

ÅService for 30 

days

H3+ Holter

ÅCompact

ÅContinuously 

records 

ÅDetects 

arrhythmias

ÅData must be 

uploaded

ÅService for          

24 hours

BodyGuardian 
Heart

Å Dual-component 

monitor offers full  

convertibility 

between MCT and 

CEM

Å Automatically 

detects and captures 

data

Å Seamless operation 

allows continuous  

near real-time 

cardiac monitoring 

for  up to 30 days 

Holter 

Monitor      

MCTNon-Looping 

Event (CEM)

REMOTE MONITORING

CEM

BodyGuardian 
Holter

ÅEasy-to-read 

display

ÅAllows for 3-

channel ECG 

capture and 

storage

ÅConvenient upload 

capability 

ÅReal-time ECG 

data provides 

immediate 

validation of the 

patient hook up

ÅService for 

24 hours

Holter 

Monitor      

MCT

CEM
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Sensor data as part of the wholeé
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écare path scenario
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Entertainment Exercise Education Evaluation Diagnosis Treatment

FDA 510k

Easier More difficult

Longitudinal, analytical view of the patient
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The sensor matters



Copyright © Preventice Solutions, Inc.  All Rights Reserved.

Data into insight
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Data into insight
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